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01 Select Drilling Location: Wy Unit: mm ( N N QUL S The system cabinet is packed in cardboard packaging and the internal PE packaging bag is
r ~ L Multiple Battery systems electrical parallel connection Guidelines Battery type LiFePO, moisture-proof and waterproof.
s Unit: mm . | 8 Product Pal Nominal energy SkWh | 10kwh | 15kWh | 20kwWh | 25kWh | 30kWh | 35kWh | 40kWh Use EPE pearl cotton foam pad in the middle to prevent damage to the system during
upack B B poyer Line 02 (-) Connect to inverter Operating Voltage DC 44.8,..,57.6V handling and transportation.
e " B S — S Power Line 01 (+) Connect to inverter Inverter ———  Power cable Positive+ Rated cell capacity 100Ah | 200Ah | 300Ah | 400Ah | 500Ah | 600Ah | 700Ah | B80OAh ) : ) )
7+Pack \! N @0 - . ck : : : : : : : Transportation must comply with UN3480's dangerous goods transportation and local laws
N Power Line Diameter: 1/0AWG PE B+ B- Communication = Power cable Negative- ’ Recommended charge & and regulations
6*Pack A Nominal Energy 5.0kwh discharge rate 0.5¢/0.5¢
1963 < Communication cable You can press power switch button ; : ;
5+Pack 1773 Combiner PE cable [@ m for 3-5 second to turn it on Usable Energ 5 0kWh Maximum charge & 05C/1C The system is heavy and must use the mechanical handling.
4+Pack 1583 o 4 : discharge rate -
1 . . . Storage temperature requirements for single cells:
3+Pack 1393 ' 2 AR Nominal Capacity 100Ah Recommended charge & 50A | 100A | 150A | 200A | 210A | 210A | 210A | 210A g ’ a ¢
a ! 1203 . § Definition Of Led Indicator Lights: discharge current The cell shall be kept at approximately 30~40% SOC.
2+Pack — |1 , < L Max. Charge P 2.56kW ; : . : ) )
‘ 823 o , - ‘ . ax. Bharge Fower ng?:;:sze‘::nable 50A 100A 150A 200A 210A 210A 210A 210A For short-term storage (within T month), store in a clean and ventilated indoor environment
1+Pack b 1 Network interface (PCS) _20° 45 °
[ 633 S Connect to inverter . . . . O . Max. Dicharge Power 5kw X inabl at-20°Cto45°C.
o 3403 \ ";’I':;L"a‘r“g"e‘ :L‘fr‘:r']’(‘a € 100A 200A 210A 210A 210A 210A 210A 210A . o ) ) .
= | | Screw M5x16 Plum Blossom ) H Series And Parallel Connections 1P16S For long-term stoorage (W|t°h\n 1 year), itis recommended (t]o storf in an environment with a
85 || ] 20 o L—* i w Depth of discharge (DOD) 100% temperature of 0 °C to 35 °C and a relative humidity of 65% + 20%.
630 04 Install The Bracket: iy Ty T Sizes (WD+H = 800mm(W)x285mm(D)x236.7mm(H . o : : . : ‘ ) ) :
2100 r 9 — (W-D-H) " ©) * Charging temperature range ~20~55°C(with heating function)(> 45°C, derating) Single cells shall be kept away from contact with corrosive chemicals or gases to prevent
N / J ( ) LD St (e it it Wight ~ 49.8kg Discharging temperature range -20~55°C(> 45°C, derating) corrosion of cell bodies and connectors, which may affect appearance and service life.
- _ k J Normal SOC Indicator RUN | ALM jcation interf AN/RSA: ’ ;
02 Position And Drill Holes, And Install The Bas: State /Alarm 0 [ 2 [ (38 ] 14 Instructions Battery Cell System LFp Communication interface CAN/RS485 Keep away from fire and heat sources, and take effective moisture-proof measures.
- ~ /Protection o [ e[ o] o © o Cycle life 6000 Cycles/10Years Ensure proper insulation, waterproofing and dustproofing during storage.
: . . ~ . The LED colors light up sequentially, then turn off completely and switch to the Max. Continuous Charge : X o
Installation examples of two battery pack solutions: Unit: mm ) Power-On Self-Test next state color with he drection from Ieft 10 ight Current (@25°C) g 504 Round trip efficiency 295% The State of Charge (SOC) of single cells shall be maintained at 30~40% during storage. For
Expansion Bolt e Shutdown Dormancy OFF | OFF | OFF | OFF | OFF | OFF All off Ish (short circuit current) 450A3ms (Single Battery Pack) long-term storage (more than 3 months), recharge periodically to avoid over-discharge.
= - - Normal i Blink1 | OFF Standby Mode Max. Continuous Discharge - - e Storage time after receipt is recommended not to exceed half a year.
Standby Warning According to the soc level s | Binka Low Voltage Module Current (@25°C) 100A Expansion capability Up to 4 units in parallel
Normal According to the soc level ON OFF LgD Mode 2 at e so, Peak Charge Current Standard [EIEEES
uring an overcharge alarm, eal arge Curren . .
Warning (LED mode 2 at maximum soc) ON Blink3 | the ALM indicator does not flash. (@25°C,10s) 75A 510;::23 method/Heating Natural cooling/Smart heating system .
f Charge Overcharge protection ON oN ON oN ON OFF If there is no mains power, the S 1 0 SOIISCIOUd
Copper Wire, 5mm?<S<10mm? gep indicator light is in standby mode. Peak Discharge Current Certifications & safety IEC 62619. IEC 63056. 1SO13849. VDE 2510-50. UN 38.3.
" — @ % e o ; (@25°C,10s) 150A standards EN/IEC61000-6-1/2/3/4. 1EC 60730-1. IEC 60529 (IP) - INMETRO 140
. . . o Falle protection "| OFF | OFF | OFF | OFF | OFF | ON Stop charging . . o o .
86-EH1P(3-6)K-L-EU/S5-EH1P(3-6)K-L(Smart)/S6-EH1P(3-10)K-L-PLUS/S6-EH1P(9.9-18)K03-NV-YD-L/S6 Please refer to the SolisCloud Quick C: Guide 1t for quick startup
®®/ ( Sl {3 —e=t=TD Normal According to the soc level Blink3 | OFF B DOD 90% Compatible inverters ~EH2P(5-8)K02-5V-YD-L/S6-EH2P(9.6-16)K03-SV-YD-L-US/S6-EH3P(8-18)K02-NV-YD-L/S6-EH3P(7-10)K instructions.
L Expansion Bolt Combination Socket Wrench 13mm Screw M6x12 Plum Blossom ) @ m Suggest using 10mm? wire Ground Master Battery Unit Slave Battery Unit 1 Slave Battery Unit X Warning Blink3 | Blink3 02-LV-YD-L/S5-EA1P3K-L/S6-EATP(3.6-6)K-L/S6-EQ1P(4-6)K-48/S6-EQ1P(4-5)K-48-EU
- ischarge Undervotage potection | OFF | OFF | OFF | OFF | OFF | OFF |  Stopdischarging Rated Voltage pes2v o <800 | <800 | =800 | =800 | =800 | =800 | =800 . =800 Scan the left side QR-Code below to download the digital version of SolisCloud Quick
Install The Connection BOX: Temperature, overcurrent, Dir [WxHXDl/mm | x494 | x683 | x872 | x1061 | x1250 | x1439 | x1628 | x1817 Commission Guide document.
Short circuit, OFF OFF OFF OFF OFF oN Stop discharging Voltage Range DC 44.8V, .., 57.6V x285 x285 x285 x285 x285 %285 %285 %285
(" m The maximum charging capacity of the battery systems is 8 units for parallel use. Reverse connection, . . . - N .
We recommend installing a circuit breaker at the negative terminal between the PCS ﬁ Failure protection Temperature Range for ] . ] _ o Wight (kg) =75kg | ~124.8kg | =174.6kg | ~224.4kg | =274.2kg | =324kg | ~373.8kg | ~423.6kg Scan the right side QR-Code below to download the "SolisCloud" app on your mobile phone.
an_d battery system. For th_e speuﬁcat!ons of the mrcult»breaker, we recommend Q ') Failure OFF OFF OFF OFF OFF oN Stop charge/discharge Charging -20°C ~ +55°C (Below 0°C, the heating function is activated) Ingress protection P66
@ using a molded case circuit breaker with a rated operating voltage greater than
BDch qu arated operating current greater_than 160A.When _clea'mm_g or Pollution level |EC60664-1 Level IIl
maintaining the product, it is necessary to disconnect both this circuit breaker and 07 Power n 0 erat SOC Indicator Instructions T_emperagure Range for 20 ~ +55°C
the one of installed on the junction box simultaneously. P State Charge Discharge Discharging Anti-corrosion grade C5M
r ~ S0C Indicator L L2 L3 L4 L L2 L3 L4 Battery Designation IFpP51/161/120[16S]M/-20+60/90 Installation method Floor-mounted (default) / Wall-mounted
L] [ ] L] [ ] ° [ ] L] ] . .
Environmental protection ROHS. Reach
0~25% Blink2 | OFF | OFF | OFF | ON | OFF | OFF | OFF Optimal Operating Temperature 25~ 35°C standards » head
06 (%) 25~50% ON | Blink2 | OFF | OFF | OFF ON OFF | OFF : : [ -
: 50~75% ON | ON | Bink2 | OFF | OFF | OFF | ON | OFF Operating Ambient Humidity 5~95%RH ransportation pping, Land transportation
Please check the Wiring of cables again 75~100% ON ON ON Blink2 | OFF OFF OFF ON Storage temperature range 0~35°C (6—12 months)
! i Warrant 10Y
A before turning on the system. RUN Indicator ON Blink3 arranty ears Maximum operating altitude <4000m
~ ~ LED Blinking Instructions Cooling Natural Heat Dissipation Operating ambient humidity: 5~95%RH
LED Blinking Mod Light Light off N level <30db
n Open the battery circuit breaker cover and switch on the circuit breaker. inking Mode ighton ight of Altitude <4000m, >2000m load shedding oise level <
Blink1 0.25s 3.75s Control box parameters
Blink2 0.50s 0.50s Communication Port (Between RS485 Operating voltage DC 40,.., 60V
- Blink3 0.50s 1.50s Parallel Battery Systems)
Groundlng To the inverter Note: The LED indicator alarm can be enabled or disabled via the host computer (upper-level system). The default Rlecommended charge & DC 210A
factory setting is enabled Communication Between PCS CAN discharge current
And Battery System Dimensions [WxHxD]/mm 800x245%285
External aural-visual alarm K Weight/kg 16 )
— ° When venting of gaseous electrolyte, burning of the cell, spark formation and ignition of vented gas mixtures, UN Transportation Test Standard UN38.3 Glnlong Energy Storage Co., Ltd.
= explosion of the cell, the energy storage system will activate audible and visual alarms via R$485 or CAN Compatible inverters Solis . N i N N . "
(. -— communication commands. Simultaneously, the red "SYS" indicator on the PCS front panel will illuminate. Environment Protection Standard ROHS, REACH Addressl. No.57 Jintong Road, Binhai Industrial Park, DongChen, Xiangshan, 315712 Ningbo, Zhejiang,
\ \,}\\:‘ @5 % @-‘Ef, e buckl dv b led The ala_rm device shall meet the requirement that the sound pressure level at 3 meters is greater than 85 dB but not Communication interface CAN/RS485 PEOPLE'S REPUBLIC OF CHINA
Steel Tape .1 Expansion Bolt  Socket Wrench fn Drilling Location The buckle needs to be pulle: exceeding 110 dB. i ; i ) _ — - - Tel: +86 (0)574 6578 1806
kMarke_-r Pen Measure Impact Drill ombination 13mm Spirit level Drawing ) L Screw M5x16  Plum Blossom ) L HOT AIR GUN Screw M5x10 Plum Blossom ) L ) L ) Mounting Stacking on the ground against the wall / wall-mounted Remark: (DTest conditions: @25°C,0.2C/0.2C,70%EOL@100%DOD Web: www.solisstorage.com




